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WELLS AMERICAN CORPORATION
C O M P U S T A R  I I  ( V E R .  1 )

Processor 80386SX
Processor Speed 16MHz
Chip Set C & T
Max. Onboard DRAM 8MB
SRAM Cache 32KB
BIOS Award/Wells American
Dimensions 330mm x 127mm
I/O Options Processor Interface Slot
NPU Options 80387SX

B
A
N
K
0

BANK 0

BANK 1

B
A
N
K
1

B
A
N
K
2

BANK 2

B
A
N
K
3

BANK 3

S1
S1

MH1508

CONNECTIONS

Purpose Location

Processor Interface Slot S1

DRAM CONFIGURATION

Size Bank 0 Bank 1 Bank 2 Bank 3

512KB (2) 256K x 9 NONE NONE NONE

1MB (2) 256K x 9 (2) 256K x 9 NONE NONE

1.5MB (2) 256K x 9 (2) 256K x 9 (2) 256K x 9 NONE

2MB (2) 256K x 9 (2) 256K x 9 (2) 256K x 9 (2) 256K x 9

2MB (2) 1M x9 NONE NONE NONE

3MB (2) 1M x 9 (2) 256K x9 (2) 256K x 9 NONE

4MB (2) 1M x 9 (2) 1M x 9 NONE NONE

5MB (2) 1M x9 (2) 1M x9 (2) 256K x 9 (2) 256K x 9

6MB (2) 1M x 9 (2) 1M x 9 (2) 1M x 9 NONE

8MB (2) 1M x 9 (2) 1M x 9 (2) 1M x 9 (2) 1M x 9

Continued on next page . . .



2    The Micro House Encyclopedia of Main Boards

Copyright © 1992, 1993, Micro House International (303) 443-3388.  All rights reserved.  Including the right of reproduction in any form.

WELLS AMERICAN CORPORATION
C O M P U S T A R  I I  ( V E R .  1 )

. . . continued from previous page

KBD

MH1508A
W3

BIOS/ODD

BIOS/EVEN

W4

NPU CPU W2

W6

W5W1

80386SX Processor Module

CACHE

USER CONFIGURABLE SETTINGS

Function Jumper/Switch Position

í Factory configured do not alter W1 pins 2 & 3 closed

í NPU disabled W2 closed

NPU enabled W2 open

í Monitor type select color W3 pins 2 & 3 closed

Monitor type select monochrome W3 pins 1 & 2 closed

í Mouse enabled W4 pins 1 & 2 closed

Mouse disabled W4 pins 2 & 3 closed

í Factory configured do not alter W5 pins 2 & 3 closed

í Factory configured do not alter W6 pins 2 & 3 closed


